
DATASHEET
Laminated safety glass in conformance with EN 14449

POLYGARD RC2-AP / P8B

Attack resistant security glass for interior application

CLASSIFICATION AVAILABLE OPTIONS

+ Alarm

+ Protection

+ Shapes

+ Double glazing

+ Solar control

+ Triple glazing

Contact us to personalize your solution to meet your 

project requirements.

+ Climate control

+ Dynamic privacy

+ Extra clear

+ Noise control

Attack

Attack resistant glazing intended to hold back forced 

entry for a specific time.

TECHNICAL SPECIFICATIONS

Resistance class RC2 anti-panic, glass attack (EN 1630)

P8B (EN 356)Resistance class

1(B)1 (EN 12600)Impact resistance

Restricted to interior applications. See Vetrotech Quality and Application GuidelinesApplication conditions

RC2 AP8ID-No.

NoneHazardous material contained

≤1000 mm: -1/+2 mm │  ≤2000 mm: -1/+3 mm │ >2000 mm: -1/+4 mmDimensional tolerances (width/height)

Product / CE / DoP-Code PT4026230

23 mmNominal thickness

PLANICLEARBasic glass

2000 x 3000 mmMaximum glass size

+1 / -1 mmThickness tolerance

42.3 kg/m²Weight

NPDSound reduction Rw (EN 140-3)

81%Light transmission (EN 410)

7% / 7%Light reflection pL ext./int. (EN 410)

4.3U value, W/m²K (EN 673)

0.7g value (EN 410)

63%Energy transmission tE (EN 410)

vetrotech.com

Shapes: dimensional tolerances may vary +1 mm.

DoP: Declaration of Performance - available upon request from your sales office.

NPD: No Performance Determined
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© Vetrotech Saint-Gobain 
Product characteristics are subject to change without notice and may vary depending on manufacturing size and composition.
Available options are dependent on product type and application. Contact your Vetrotech representative for further support.


